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The number of female firefighters continues to grow from 1% in 
the 1980s, to 7% as of 2014 (Campbell, 2017). Despite the growing 
number of women in firefighting, structural turnout suits are 
predominately designed and manufactured to fit the male human 
form (Boorady et al., 2013; Park et al., 2014). 80% of female 
firefighters experience issues with ill-fitting PPE, which is four 
times greater than their male counterparts (20.9%) (Hulett, Bendick, 
Thomas, & Moccio, 2008). Sizing data demonstrates vast 
differences in waist to hip variation among men and women 
(Boorady et al., 2013; SizeUSA, 2003) (Figure 1). Improper fitting 
suits may lead to restricted range-of-motion (ROM) when 
performing critical tasks, especially in the chest and hip areas, where 
body dimensions vary greatly between men and women (SizeUSA, 
2003). Previous research (Langseth-Schmidt, 2014; Park et al., 
2014) has not quantified female firefighter mobility for the full 
structural turnout ensemble (turnout coat, pants, thermal hood, 
helmet, and self-contained breathing apparatus (SCBA)). Therefore, the purpose of this research 
was to assess the current fit and ergonomic mobility for female versus male firefighters when 
wearing a structural turnout ensemble. The following research objectives were established: 
1. To measure male and female firefighter body dimensions and quantify structural turnout 
suit fit using three-dimensional body scanning technology. 
2. To conduct an ergonomic ROM wear trial to identify and analyze gender differences in 
firefighter mobility when wearing structural firefighter turnout suits. 
After IRB approval, 16 local firefighters (six females and ten males) were recruited (age (36 
+/- 7.5yrs); height (1.74m +/- .07); weight (199 lbs. +/- 53.9)). Subjects were invited to campus 
for a single test session to be body scanned and conduct a ROM protocol while wearing all three 
garment configurations: base layers (BL), turnout suit (TS), and turnout ensemble (TE). All 
participants wore the same style of turnout gear assigned by the local fire department; material 
differences were held constant. Garment sizing information was recorded for each individual 
participant’s ensemble elements.  
Three-dimensional body scanning was conducted using an Image Twin body scanner by TC2 
to assess the bulkiness and fit of turnout gear for each participant and garment configuration (BL 
& TS). Measurements included arm and pant length, crotch height, chest and waist 
circumference, sleeve length, etc. Participants then conducted a ROM protocol in each suit 
configuration to assess mobility in four joint locations (elbow, shoulder, hip, and knee) using 
electro-goniometers to measure flexion, extension, and abduction. The average absolute value of 
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10 repetitions of each movement was calculated. A subjective 
comfort survey assessed fit and ease of movement in each test 
garment. Body scans when wearing the TS were compared to BL 
measurements to determine differences in fit between garment 
configurations and gender. Significant differences in ROM between 
gender and garments were analyzed using two-sample t-tests 
(Ciesielska-Wróbel, DenHartog, & Barker, 2016).  
Figure 2 illustrates 3-D body scans of a male subject wearing a) 
BL, b) TS; and a female subject wearing c) BL, d) TS. On average, 
data from the three-dimensional body scanning illustrated 
significant differences (p<0.05) in crotch height (TS), bust girth 
(BL) and chest girth (BL), between gender. Table 1 provides the 
mean values in degrees of arc ± st. dev. for ROM of subjects by 
gender when wearing different garment configurations and 
performing selected movements. Regardless of gender, ROM was 
significantly lower when wearing turnout gear for shoulder 
abduction, vertical flexion, elbow flexion and extension, hip 
flexion, and knee flexion (*below indicates overall sign. diff. 
between groups per one-way ANOVA; p-value <0.05). 
 
Table 1. Average ROM for each garment configuration by gender. 
 
 
 
 
 
 
 
 
 
 
 
 
In conclusion, significant differences in ROM were found between garment configurations 
for both male and female firefighters. Surprisingly, female firefighters tended to have, on 
average, a higher static ROM than their male counterparts. This may be due to the additional 
bulk and ease in their oversized gear, compared to male firefighters. Most notable differences 
between gender were found in the post-wear trial perception assessments in which female 
firefighters reported it more difficult and more uncomfortable when performing the static ROM 
movements. Future research should expand this study by measuring dynamic ROM and energy 
cost under real working conditions through simulated protocols and field trials. 
 
Figure 2 
2018 Proceedings                                                                 Cleveland, Ohio 
 
 
Page 3 of 3 
 
© 2018, International Textile and Apparel Association, Inc.  ALL RIGHTS RESERVED 
ITAA Proceedings, #75 – http://itaaonline.org 
 
Acknowledgements:  This research was funded by the Florida State University, Council on 
Research and Creativity, First Year Assistant Professor grant program ($20,000). The researcher 
would like to acknowledge and thank the Tallahassee Fire Department and Training Facility for 
their support and participation. 
 
References:  
Boorady, L. M., Barker, J., Lin, S., Lee, Y., Cho, E., & Ashdown, S. P. (2013). Exploration of 
Firefighter Bunker Gear Part 2: Assessing the Needs of the Female Firefighter. Journal of 
Textile and Apparel, Technology and Management, 8(2), 1–12. 
Campbell, R. (2017). Patterns of Female Firefighter Injuries on the Foreground. National Fire 
Protection Association. Quincy, MA. Retrieved from https://www.nfpa.org/News-and-
Research/Fire-statistics-and-reports/Fire-statistics/The-fire-service/Fatalities-and-
injuries/Patterns-of-Female-Firefighter-Injuries-on-the-Fireground 
Ciesielska-Wróbel, I., DenHartog, E., & Barker, R. (2016). Measuring the effects of structural 
turnout suits on firefighter range of motion and comfort. Ergonomics, (August), 1–11. 
https://doi.org/10.1080/00140139.2016.1229044 
Hulett, D. M., Bendick, M., Thomas, S., & Moccio, F. (2008). A National Report Card on 
Women in Firefighting. Madison, WI. Retrieved from 
https://www1.maine.gov/dps/fmo/documents/35827WSP.pdf 
Langseth-Schmidt, K. (2014). Anthropometric fit evaluation of structural firefighters’ protective 
pants: a gender comparison study. Colorado State University. Retrieved from 
https://dspace.library.colostate.edu/handle/10217/88567 
Park, H., Trejo, H., Miles, M., Bauer, A., Kim, S., & Stull, J. (2014). Impact of firefighter gear 
on lower body range of motion. International Journal of Clothing Science and Technology, 
27(2), 315–334. 
SizeUSA. (2003). Textile Clothing Technology Corporation. 
 
